
Stage Specs: TIVOLI THEATRE

Street Address: 709 Broad Street:
Chattanooga, Tennessee 37402
Mailing Address: 399 McCallie Ave.
Chattanooga, Tennessee 37402

Administrative Office Phone: (423) 757-5156
Fax: (423) 757-5326

Box Office Phone: (423) 642-8497
Backstage Phones: (423) 757-5458

TIVOLI STAFF:
Owned & Operated By:
General Manager:
Technical Director:
Business/Operations Manager:
Box Office Manager:
Marketing/Publicity:

UNIONS:
IATSE Local #140:
Business Agent: Chris Keene
 Phone (423) 645-9251
Musicians Union (AFM):
Business Agent: Eric Hansen
 Phone (423) 629-1136

(423) 757-5156
City of Chattanooga
Sandy Coulter
Ken Dolberry
Wally Robinson
Matt McGlasson
Donna Landry

SEATING CAPACITY:
 Orchestra
 Boxes
 Loge
 Lower Balcony
 Upper Balcony

 Total Capacity:

 Removable Pit Seating

BOX OFFICE:
 Computerized Ticketing (Etix)
 Manager Matt McGlasson
 Box Office Phone:
  (423) 642-TIXS (-8497)

1,012
48
78

312
312

1,762

104



STAGE HOUSE
FLY SYSTEM
House Curtain
Operates as a guillotine from SR deck.

Rigging System
Type:  Double purchase counterweight
Weight:  100,000 lbs. available
Line Sets: 40 sets at 7 inches o.c.
   with 6 lift lines per set
Arbors:  3,500 lb. capacity
House Pipes: 63 ft. long with 65 ft. of travel from deck

PERMANENT INSTALLATIONS

Over Stage: (All dimensions are from Smoke Pocket)
Orchestra Shells (3) at 8’-1”, 20’-4”, 34’-4”
Electric Raceways (4) at 5’-9”, 15’-8”, 23’-3”, 31’-5”
Traveller (1) at 17’-5”

On Deck: None

ORCHESTRA PIT
Adjustable to 9 ft. below stage level by hydraulic lift.
Apron overhangs US wall of pit 8’-4”.

BACKSTAGE
LOADING DOCK
Loading Door: 10 ft. high by 8’-2” wide 
Trucks:  Fits two (2) at same time, side by side
Loading Dock: Dock is at truck level

WARDROBE
Location: Basement level
Access:  Elevator or stairs
Facilities: Washer and dryer are available

DRESSING ROOMS
All are on stage level at SL.
“Star” Rooms: Four (4) each
Chorus Rooms: Two (2) each
All dressing rooms have toilet and shower facilities,
 lighted mirrors, carpeting, electrical outlets.

STORAGE AND REHEARSAL AREAS
Storage Space: 42’ x 30’ located SL on stage level
Rehearsal Room: 31’ x 60’ located SL on 2nd floor
  Piano is available
  Lighted mirrors
  Can be used as extra group dressing room

ELECTRICS
ROAD SERVICE POWER
   Circuit
Panel Phase Amp Protection Use  Location
A 3 400 Fuse  Dimmers SR side wall
B 3 400 Fuse  Dimmers SR side wall
C 3 200 Fuse  Sound  SR side wall
D 3 400 Breaker  Extra  SL in basement
E 3 400 Breaker  Extra  SL in basement
F 3 400 Breaker  Extra  SL in basement
G 3 200 Fuse  Extra  SL side wall
Recommended location for dimmer racks is SR or SL on deck.

FRONT OF HOUSE (Box boom values are per side.)
         F.O.H.
  Pipe Distance House    Transfer
Position  Width To Proscenium Circuits  Connector Type Circuits
1st Cove  30’ 60’  25  Grd 20 amp stage pin 25
Box Boom 1  45’  12  Grd 20 amp stage pin 12
Transfer Circuits: Grd 20 amp stage pin located DSR proscenium wall

FOLLOWSPOTS
House Followspots: Two (2) Xenon Super Troupers, not removable
Followspot Booths: One booth with a maximum of two (2) spots per booth
   100 ft. throw to proscenium
Booth Power:  Four (4) three phase, 50 amp breakers

SOUND
CONSOLE
Midas-Venice 240 sound board

SPEAKERS
House Cluster
Under balcony speakers

COMMUNICATIONS
Intercom System:
 Clear-Com with two (2) channels
 Two tielines from spot booth to stage
Hearing Impaired:
 Audex hearing impaired system
Dressing room page system

ROAD CONSOLE
Located in rear of house
Requires twelve (12) seats to be removed
Cable run from stage is 90 ft.
Tie-in into house system with 
 XLR connectors


